
The Snow Push 
attachment has the 
capability of moving 
up to 12 cubic 
yards (324 cubic 
feet) of snow, and 
also works great for 
wastewater, manure 
and other materials. 
Comes standard 
with rubber cutting edge and adjustable skid 
shoes. Widths from 72” (1828 mm) to 168” (4267 
mm) allow you to select the right size for your skid 
steer and your job! Optional pull-back kits give an 
operator the ability to draw materials back from 
confined areas such as loading docks.

  

SPECIFICATIONS

Model Description
Weight
(lbs/kg)

Overall Width 
(in/mm) Cap. (ft³/m³) Height (in/mm)

SPL72 Low Profile 525/238 77.3/1963 80/2.25 25.7/653
SPL84 Low Profile 570/259 89.3/2268 93/2.63 25.7/653
SPL96 Low Profile 615/279 101.3/2573 107/3.03 25.7/653
SPL120 Low Profile 705/320 125.3/3183 133/3.77 25.7/653

SP96 High Profile 1005/456 102/2591 189/5.4 39.5/1003
SP120 High Profile 1425/646 126/3200 243/6.9 39.5/1003
SP144 High Profile 2548/1156 150/3810 270/7.6 39.5/1003
SP168 High Profile 2718/1233 172/4369 324/9.7 39.5/1003

   Snow PushSkid Steer 
Loader
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 � IDEAL FOR SNOW AS WELL AS MANURE, FLOOD CLEANUP
 � WIDTHS TO 14’ AND CAPACITIES TO 12 CUBIC YARDS
 � OPTIONAL PULL-BACK KITS DRAW SNOW FROM CONFINED SPACES

 High profile models can move up to 12 cubic yards.

Low profile model offers great 
visibility on smaller machines.

Optional 
Pull-Back Kit


